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DICOLOR DP-261

dicolor dp-261
PANTALLA DE LED INDOOR 
2,6mm



DICOLOR DP-261

DICOLOR 
DP-261
C AR AC T ER ÍS T I C A S

CARACTERÍSTICAS

Pantalla indoor de 2,6mm
Receiving card A8S HDR
Mantenimiento frontal y trasero
Permite realizar pantallas curvas (rango +/- 10º)
Permite la instalación en cubo cuadrado
Protección triple: led, cabinet y esquinas

SPECIFICATIONS:

2,6mm indoor ledwall
A8S HDR receiving card
Module front and rear maintenance
Arc splicing (range +/- 10º)
Four cabinets can be assembled into a cubic 
column shape

Triple protection design: anti-collision for lamp, 
cabinet and cabinet corner

PIXEL PITCH (MM): 2.604
CABINET SIZE (WxH/mm): 500x500x65
CABINET RESOLUTION: 192x192
CABINET WEIGHT: 6.5
BRIGHTNESS (Nit): 800
REFRESH RATE (Hz): > 3840
GRAY SCALE (Bit): 14
IP RATING (Front/Rear) IP40/IP21
Max./Avg Power Consumption (W/m2) 520/173
Curve  +/- 5º/0º
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DIMASA | Wall mounts and floorstands  / Soportes universales para monitores de suelo y pared DICOLOR DP-261

ONLINE

www.dimasa.es

www.soporteparadisplay.eu

comercial@dimasa.es

BARCELONA

Calle Santa Rita nº19

08105 Sant Fost de 
Campcentelles (Barcelona)

Tel: +34934620604 / 
+34916169688

MADRID

c/ Parque Ferial nº 11

Pol. Ind. Urtinsa II

28923 Alcorcón (Madrid)

Tel.: +34 91 616 96 88


